






TubeLine      
Model TL5500 X2 & TL6500 X2 

Re: Mounting Accessories   (year 2008) 
Remote Package consists of Pause –Cycle stop, Start – start wrap cycle, 

                                                              Steering – Right/Left  
 1: Installing Remote Package 
Bolt receiver assembly to inside rear right of control box with connector plug at bottom 
Remove the jumper between term #8 and #10. Plug the connector together at the bottom 
of the panel.  

Notice!  
 
 2: The frequency has been preset at the factory. If in the event that another 
machine would be in close proximity to this machine, there is a slight chance that the 
frequencies will interfere with each other. 
 
 3: When using the remote start of ram, unplug the wire from the switch at the 
table trigger to disable the switch. Secure the end of wire somewhere so it does not get 
tangled in the steering of the wrapper, make sure the plug will not short out to the frame. 
 
 

 

 

# 2  Receiver Unit

# 1  Hand Unit 

Plug 
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TubeLine 6500 X 2 
Guide Roller Kit 

 
Kit consists of two rollers that are used on the lower side to keep the bales from rolling off to one side. 

 
 

 
 
 
 
 

Item # Description Part No 
1 Roller 550-301-238 
2 Spindle 550-301-239 
3 5/16 PTO Pin 550-301-233 

 
 
 
 
 
 
 
 
 
 
  

# 1 Roller 

# 2 Spindle

# 3 pin
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Lights 

 
 
 

 
 

 
The light brackets can be mounted on top of side guards as shown.  
Light package consists of 3 lights and one on/off toggle switch. 
Usually the lights are mounted with 2 lights facing to the rear and 1 facing to the front. 
The toggle switch can be mounted by drilling a ½” hole into the side or the bottom, 

(preferred) of the control panel, be careful that you don’t damage wires on the 
inside. Install the switch, inline fuse and wire it into the bottom of fuse block. This way 
lights are fused separate from the wrapper controls.  
The engine has an 18 Amp charging system and should keep the battery charged.  
Note: the engine only charges 18 amp when running at high speed; at an idle it charges 
very little. With the lights on and the engine not revved up, over a period of time the 
battery will slowly discharge. 
 Description Part No 

Light Bracket 5X2-100-201 
Toggle Switch 550-200-235 
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Tube – Line 5500 X 2 
Leveler 

 
 
 
 

 
 
 
 
 

Item # Description Part No 
1 Main Stand 5X2-100-205 
2 Pivot Pin 5X2-100-206 
3 3 ½ x 8 Cylinder 5X2-100-207 

 



 70

 
 
 

Bolt Torque  
As used on this equipment 

 
Bolt torque table shown below gives torque values for the various bolts used. 
This chart is for non-lubricated threads.  
Replace with the same strength bolt. 
 
Torque Specifications. Torque values are identified by their head markings 
 
Diameter SAE 2  SAE 5  SAE 8  

“A” Lb-ft N.m Lb-ft N.m Lb-ft N.m 
1/4 6 (8) 9 (12) 12 (17) 
5/16 10 (13) 19 (25) 27 (36) 
3/8 20 (27) 33 (45) 45 (63) 
7/16 30 (41) 53 (72) 75 (100) 
1/2 45 (61) 80 (110) 115 (155) 
5/8 95 (128) 160 (215) 220 (305) 
3/4 165 (225) 290 (390) 400 (540) 
1 225 (345) 630 (850) 970 (1320) 

  
Allen head cap screws are similar to SAE 8 quality. 
 
     

 
 
 
 
 
These torques are for a reference only. Not all these sizes and grades are necessarily used 
in this machine.  Bolts that are used as a pivot or hinge have to be used with a locknut, 
therefore only tighten enough to secure the bolt and still allowing the part to rotate freely. 

SAE -2 SAE - 5 SAE-8
A



 d

 

   
 
 
 
 
 
 
 
 

 
 
 

Riser Lever Storage 

To raise rear Roller bed 
insert Riser Lever into 
pocket  

Pull this pin back, lever 
rollers up and drop pin 
into locking hole  

Riser Lever 
Latch
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T5500 Throttle 20HP

 
 
 
 
 
 
 
 

Item Description Part No Item Description Part No 
1 Engine Bracket 6X2-120-001 8 Throttle Spring 550-100-069 
2 Swing Link 6X2-120-002 9 Striker Block 5X2-100-232 
3 Ball Joint 550-100-065 10 Main Link 5X5-120-005 
4 Short Rod 6X2-120-003 11 5/16 x 1 ½ Bolt 
5 ½ Locknut  12 ½ SAE  Washer 
6 Linkage Pivot 550-100-067 13 Modified Engine Link 6X2-120-006 
7 Long Rod 6X2-120-004    
 




