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One- Year Manufacturer's 

Warranty 
For Normal Use With The Exception Of Tires 

If the equipment does not function properly, or if a manufacturing defect occurs during the first year 

following purchase, the defect will be repaired free of charge. 

 

If this machine is used for commercial application or for lease/rent, this guarantee will be valid 

for 90 days following the date of of purchase. 

 

Your satisfaction is essential to us. The department of customer service at point of purchase 

should resolve any problem concerning this equipment. If you have a warranty related problem 

that has not been rectified to your satisfaction, we suggest that you take the following action: 

   Speak to the manager at the point of purchase. Most problems can be rectified at this level. 

  If you have already consulted the manager and there has not been an acceptable resolution, 

     you may contact the manufacture directly. 

 

Tubeline Manufacturing Inc. 

R.R.#4 Elmira, Ontario N3B 2Z3 

Telephone : (519) 664-0488 

Fax : (519) 664-0492 

E-mail : sales@tubeline.ca 

On the Web at www.tubeline.ca 

 

To better serve you, please include the following information : 

  Your name, address, and phone number 

  Model number and serial number 

  The date of purchase and the name of your supplier 

  Nature of the problem 

After studying your request, you will be advised of the steps to be taken. Note that your situation 

will be rectified through your supplier, with their equipment and personnel. It is therefore very 

important that the first attempt to rectify the problem/ question be with the supplier. For future 

reference, take note immediately of the model number, serial number and date of purchase. 

The serial number is located at the rear of the left tongue, close to the deck.    
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Safety 

 
Take Note ! This safety symbol is found throughout this manual to call your 

attention to instructions involving yourself and others working around the machine 

● Failure to follow these instructions can result in injury or death 

This symbol means 

-Attention 

-Become Alert 

-Your safety is involved 

Signal Words are used in this book. 

Caution : Indicates a potentially hazardous situation that may result in injury 

Warning : Indicates a potentially hazardous situation that could result in serious injury or death 

Danger : Indicates a hazardous situation that needs to be avoided. It is you, the operator, 

that needs to be aware of these dangers. 
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Safety and Security 

The following precautions are suggested for the purpose of accident prevention. The 

best operator is a prudent operator. Most accidents can be avoided with certain care. 

Please read all information carefully before operating your Technobale. Only a 

trained 

and responsible operator should operate this equipment. 

Training 

1.Read the Manual 

2.Learn the controls of the Bale Carrier 

3.Identify the moving parts 

4.Know how to stop the machine during any function 

Precautions 

1.Know the range of all the moving parts 

2.Never let anyone stand near or touch any moving parts 

3.Never work on or under the machine while the bed is raised. (unloading position) 

4.The Bale Carrier must be used only by experienced operators. 

5.The loading arm is held in vertical position with a security valve when the Technobale 

     is not connected to the tractor. The security valve must be closed for road 

     transportation. 

6.The operator must wear properly fitting clothing and prohibit anyone wearing loose 

     fitting clothing to be near any moving parts. 

Maintenance 

1.Follow the recommendations in this manual 

2.During inspections assure that the moving parts are stopped 

3.Secure the moving parts to ensure that the service person will not be trapped if 

    a hydraulic line breaks or comes loose 
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Safety-- It's in your Interest 

   Safety Guidelines 

Safety of the operator is our main concern, however we do hear of some 

accidents that could have been avoided if some precautions had been taken. 

To avoid personal injury study the following precautions and insist those working 

with you or for you, follow them. 

 

In most cases the pictures will have the shielding in place, is some they may be 

removed, only to show a view behind the shield. 

Keep all the shields, safety doors in place.  If they become faulty  and fail to work 

replace them.  They are for your safety, do not operate the equipment with them 

removed. 

 

Replace any  decals that may be missing or that are not readable.  Location of 

the decals is indicated in this manual. 

 

Do not operate this machine while under the influence of drugs or alcohol. 

 

Review the safety instructions with all users annually. 

 

This equipment should not be operated by children, or with those unfamiliar 

with the operation of the machine.  Do not allow persons to operate this 

machine until they have read this manual and/or were instructed by a 

qualified person. 

 

Do not paint over, remove or deface any safety signs or warning decals on 

your equipment.  Observe all safety signs and practice the instructions on them. 

 

 

 

 

              Lighting and Marking 

This machine is equipped with lights and reflectors as required by the most 

stringent government and ASAE specifications.  They should work with the tractor 

7 pin connector. 
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Remember 

Before Operation 

Your best assurance against accidents or damage to the machine is to know how it 

operates. If you do not understand a portion of the manual or a function of the bale carrier 

please contact your dealer or an experienced operator. 

●Carefully study and understand the manual or be trained by an experienced operator. 

●Do not wear loose clothing which may get caught in moving parts. 

●Visually inspect the machine to make sure no parts are loose or missing 

●Be sure that no tools are left on the machine 

●Do not hurry the learning process. Be familiar with one part before trying the next part 

●Practice by running the machine through its paces without bales 
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Safety Decal Location 

A 

B 

C 
D 

B 

E 

F 

G 
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Safety Decals 

ITEM – C , PART# - DE23942 

ITEM – D , PART# - DE23847 

ITEM - E 
PART# - DE23839 

ITEM - F 
PART# - DE23978 

ITEM - B 
PART# - DEAMBER 

ITEM - A 
PART# - DERED 

ITEM - G 
PART# - DEORANGE 
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1. Connection 

 
A minimum ballasted tractor weight of 16,000 lbs must be achieved to tow a loaded TB980 on the road. 

 

1. Connect the TB980 to the tractor drawbar 

2. Connect the safety chain to the tractor 

3. Remove the jack from the vertical position and store it in the horizontal position at the  

    front of the bed (in the space provided) 

4. Connect the 4 Quick Couplers to the tractor hydraulic remotes, connect the selector valve to a 12 volt source 

5. Open the security valve of the loading arm (ball valve) 

6. Test the loading arm, lower and raise to ensure it is hooked up correctly. 

7.  Leave in the raised position for transportation with the security valve closed. 
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2. Setup 
Numerous adjustments can be made to meet your specific needs. 

Deck Extensions  

The Extensions are attached to the rear of the Techno-Bale. 

They permit the transportation of one or two extra bales and 

are used for unloading in-line.  

The Guide Rails 

 
The guide rails are adjustable according to the bale diameter 

The Loading Arm 

 
The distance between the forks of the loading arm is 

adjustable according to the diameter of the bales. 

Suggested Width Between the Forks 
4 x 4 = 42” <> 4 x 5 = 45” <> 4 x 6 = 48”- 50 “ app. 
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 3. Controls 

Loading 

 Open the security valve (ball valve) allowing the loading arm to be raised and lowered  

 with the tractor hydraulics 

 Push Bar 

 The other set of hydraulics are used to extend and retract the bale pusher 

 Unloading  

 Activate the electric selector valve to change the function of the bale pusher to raise the deck. 

 The deck cylinder has a latch to lock the deck onto the frame, make sure that the cylinder is fully 

retracted after the deck has been lowered. 

 

4. Loading 
 

 The Techno-Bale 980 picks up and moves 11 – 4' wide round bales. 

 Loading may be done on the go. 

One bale may be transported on the loading arm, leaning up against the last bale loaded. 

 It is possible to pick up a bale even if it is not parallel to the fork. You can rotate its position by using the  

interior of the outside fork. (see illustration below )  

This operation must be executed while moving. After a few tries, you will be able  

 to pick bales up from any position. 
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Main Frame 
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Main Frame Main Frame 
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Item Qty Part # Description 

1 1 TB109-100-340 Base 

2 1 26041 Hitch 

3 1 26065 Hitch Retainer Washer 

4 2 325-002 Walking Beam 

4a 4 Hub 8000 Hub 

5 2 25502 Walking Beam Pin 

6 1 25719 Jack 

7 2 26282 Spacer Pad 

8 4 26283 Rear Axle Spacer Pad 

9 1 25262 Safety Chain 

10 1 25624 Front Cover 

11 1 28013 Retaining Washer 

12 1 28511 Bale Arm Mount 

13 2 TB109-110-352 Bale Arm Pin 

14 1 28042 Hydraulic Hose Mount 

15 4 28514 Tube Outside Washer 

16 2 27236 Deck Guide 

17 6 Obtain Locally HB ¼” x ¾” Hex Bolt 

18 2 Obtain Locally HB ½” x 4 ½” Hex Bolt 

19 10 Obtain Locally LN ½” Lock Nut 

20 1 Obtain Locally HB ¾” x 5 Hex Bolt 

21 4 Obtain Locally HB ¾” x 6 Hex Bolt 

22 5 Obtain Locally LN ¾” Lock Nut 

23 2 Obtain Locally HB ¼” x 1 Hex Bolt 

24 2 Obtain Locally LN ¼” Lock Nut 

25 1 Obtain Locally LN 3/8” Lock Nut 

26 1 Obtain Locally HB 3/8” x 3 Hex Bolt 

27 6 Obtain Locally HB ½” x 1 ½” Hex Bolt 

28 18 Obtain Locally 5/16” x 1 Flat Head Bolt 



Deck Assembly 
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Deck Assembly 

Item Qty Part # Description 

1 1 TB109-110-342 Bale Deck 

2 1 282528M Rear Rail Mount 

3 1 28528 Rear Rail Mount 

4 1 25417 Right Light Bracket 

5 1 25412 Left Light Bracket 

6 1 TB109-110-350 Deck Pivot Pin 

7 2 25419 Deck Cylinder 

8 4 TB109-110-349 Deck Cylinder Pin 

9 1 28517 Slow Moving Vehicle sign 

10 1 28519 Short Top Rail 

11 1 TB109-110-344 Short Bottom Rail 

12 8 28504 Bale Guard Gusset 

13 6 25222 Rail Mount 

14 8 Obtain Locally Clevis/Chain/Snap Ring 

15 64 Obtain Locally HB ½” x 1 ½” Hex Bolt 

16 66 Obtain Locally LN ½” Lock Nut 

17 4 Obtain Locally FW 3/8” Flat Washer 

18 4 Obtain Locally HB 3/8” x 1 ¼” Hex Bolt 

19 2 Obtain Locally HB ½” x 4 1/2” Hex Bolt 

20 8 Obtain Locally HB ¾” x 7 Hex Bolt 

21 8 Obtain Locally LN ¾” Lock Nut 

22 6 Obtain Locally LN 3/8” Lock Nut 

23 8 Obtain Locally FW ½” Flat Washer 

24 50 Obtain Locally HB ½” x 1 ¼” Hex Bolt 
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Ram Assembly 
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Ram Assembly 
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Bale Arm Assembly 
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Bale Arm Assembly 
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Item Qty Part # Description 

1 1 TB109-110-346 Bale Arm 

2 1 25750 Outside Bale Finger 

3 1 25751 Inside Bale Finger 

4 2 25752 Bolt-On Bracket 

5 8 Obtain Locally HB ¾” x 5 ½” Hex Bolt 

6 8 Obtain Locally LN ¾” Lock Nut 

7 1 26069 Cylinder Arm Pin (Same as Scissor Arm Top Pin) 

8 2 Obtain Locally HB 3/8” x 1 ¼” Hex Bolt 

9 3 Obtain Locally LN 3/8” Lock Nut 

10 1 Obtain Locally HB 3/8” x 3 Hex Bolt 

11 2 TB109-110-352 Bale Arm Pin 



Bale Extensions Assembly 
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Bale Extensions Assembly 
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Item Qty Part # Description 

1 2 LA-SDE39 Tine 

2 1 TB900-100-140 Bale Extension 

3 1 TB900-100-141 Bale Extension 

4 2 TB900-100-351 Bale Extension Pin  



Running Lights 
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Running Lights 
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Item Qty Part # Description 

1 1 TL550-200-117 7-Pin Plug 

2 1 TL550-200-118 Junction Box 

3 1 TL550-200-119 Strain Relief for 7=Pin Plug 

4 1 TL550-200-120 7-Wire Conductor Wire 

5 2 TL550-200-121 Red Light 

6 2 TL550-200-122 Amber Light 

7 1 25412 Left Light Bracket 

8 1 25417 Right Light Bracket 

9 1 TB109-110-327 Running Light Wiring Harness 



Wiring Harness 
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Wiring Harness 
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Item Qty Part # Description 

1 1 TB960-100-153 Valve Connection Box 

2 1 TB960-100-152 Switch Box 

3 1 TB960-100-150 Limit Switch 

4 1 TB109-110-307 Power Plug 

5 1 Obtain Locally 15 amp Fuse 

6 1 TB960-100-151 Wiring Harness 



Hydraulics 
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Hydraulics 
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Item Qty Part # Description 

1 4 TB109-110-329 Hydraulic Fitting 

2 6 TB109-110-330 Hydraulic Fitting 

3 6 TB109-110-331 Hydraulic Fitting 

4 4 TB109-110-332 Hydraulic Fitting 

5 4 TB109-110-333 Hydraulic Fitting 

6 1 TB109-110-313 Diverter Valve 

7 1 TB960-100-178 Shut-Off Valve 

8 1 TB109-110-311 Hydraulic Fitting 

9 4 TB109-110-312 Coupler 

10 2 26271 Hydraulic Hose 

11 2 26272 Hydraulic Hose 

12 2 26273 Hydraulic Hose 

13 2 26274 Hydraulic Hose 

14 2 26275 Hydraulic Hose 

15 2 26276 Hydraulic Hose 

16 2 26277 Hydraulic Hose 

17 2 26278 Hydraulic Hose 

18 2 25419 Deck Cylinder 

19 2 25593 Ram Cylinder 

20 2 25594 Lift Cylinder 

21 6 TB109-110-334 Hydraulic Fitting 
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